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...bringing innovative ideas to life

930   •	 Self-contained soldering instrument with 
temperature control dial located right on the 
‘nothing-to-hide ‘ clear view handle 

•	 Uses a wide variety of tips

•	 Convenient wick and solder dispenser located  in 
tool base (wick and solder supply sold separately)

•	 Detachable tool pod allows instant storage in tool 
box or central security cabinet

•	 High temperature versions available calibrated to 
1000°F or 1200°F (please call for details)

•	 ESD safe

•	 18 month warranty

Specifications for Model 930
Power Requirements 120V, 60Hz
Power Rating 9W - 70W
Heater Rating 120V, 95W
Temperature Range 400°F-800°F (205°C-427°C)
Temperature Regulation ±6°F (±3°C)
Tip-to-Ground Voltage
Leakage/Resistance

< 2mV/< 2 ohms

Overall Dimension 4.1”W x 8.5”H x 10”D

104 mm x 216 mm x 254 mm

Weight 2  lbs (1.0 kg)

Contents 
930 Soldering station includes CL1080 

soldering instrument with LT375 tip 

IP329 IDLE REST® soldering tool base 
includes PD528 tool pod

SH230 Sponge holder includes RS199 
cleaning sponge, RS243 leveling 
pad, and LN230 sponge liner

Options available

SW094 Solder wick (5 ft)   

Features

LONER® Soldering Station
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