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PRODUCT DESCRIPTION

The Loctite Digital Syringe Dispensing System accurately dispenses adhesives or other fluids, with viscosities ranging
from water-thin to paste-like consistencies, for a variety of assembly and repair applications. This system is effective at
delivering precise dots of adhesive in a timed mode, or can be used on demand for beads or potting, in a continuous
mode. Typical applications are the assembly of electrical components, wire tacking, circuit board repair, and the
locking of fasteners.

PRODUCT FEATURES
 Precision air pressure regulator for precise application of small dots
 Digital display of dispense pressure, 0-100 psi
 Digital timer display, for precise timer settings
 Vacuum suck-back feature to prevent dripping during idle time
 “Stand-up”design, requires minimal bench space
 Quick pressure setup feature
 Process monitoring –air pressure sensor detects ± 10% variation from set pressure and alerts operator if

detected.
 Operates in a timed or continuous mode

Bench Space Requirements

Technical Data Parts Supplied

 Power Supply: 90-260 VAC; 47-63 Hz  Power Cord
 Air Supply: Min. 30 psi  Footswitch
 Pressure Regulator: 0-100 psi  Operation manual
 Dispense Time Range: 0.01-99.9 seconds
 Size: 5.7" W x 9" H x 10.2" D Optional Accessories (purchased separately)
 Weight: 6.17 lbs.  10 ml. clear syringe barrel kit P/N 97207

 30 ml. clear syringe barrel kit P/N 97244
Required Parts (must be purchased separately)  10 ml. black syringe barrel kit P/N 97263
 Syringe airline adapter 10 ml. (P/N 97208) or  30 ml. black syringe barrel kit P/N 97264

30 ml. (P/N 97245)  Syringe filler kit for downloading adhesive from 300 ml.
 Syringe starter kit 10 ml. (P/N 97216) or cartridges into 10 or 30 ml. syringes. P/N 97215

30 ml. (P/N 97294)  Syringe stand for 10 & 30 ml. barrels P/N 984625
 Showcase needle variety kit P/N 98044


