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NOTE 
1. MATERIALS
      - HEADER : LIQUID CRYSTAL POLYMER(LCP), GLASS FILLED, 
                          UL94V-0, HALOGEN FREE
      - FITTING NAIL : PHOSPHOR BRONZE, 0.2mm THICKNESS
      - CONTACT TERMINAL : PHOSPHOR BRONZE, 0.2mm THICKNESS
2. FINISHES
        - FITTING NAIL : 
          PURE-TIN PLATING ON OVERALL.THICKNESS 3.0µm~5.0µm
          UNDER PLATING Ni OVERALL.THICKNESS 1.25µm~3.75µm  
        - CONTACT TERMINAL : 
          PURE-TIN PLATING ON OVERALL. THICKNESS 3.0µm~5.0µm
          UNDER PLATING Ni OVERALL. THICKNESS 1.25µm~3.75µm    
3. PRODUCT SPECIFICATION : PS-104146-001
4. PACKAGING SPECIFICATION : PK-104146-001
5. COPLANALITY OF SOLDER TAILS (PEAK TEMP. : 260°C), 
    BEFORE & AFTER REFLOW : 0.10MAX
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4. FLASH IN ANY PORTION SHOULD BE LESS THAN 0.20mm MAX.
5. UNLESS OTHERWISE SPECIFIED INNER  R0.2 MAX
6. DRAFT ANGLE 3°MAX

25±10

10PCS MIN.

10°

(460 MIN)

PULL OUT 

NOTES 
1. QUANTITY OF CONNECTORS : 1,300 PCS/REEL            

COMPONENT
 SUPPLIER

PULL OUT
DIRECTION

3. PEELING OFF FORCE OF COVER TAPE : 0.1N~0.59N(10.2GF~60GF)
   (PEELING DIRECTION AS SHOW IN FOLLOW FIG.)
   PEELING OFF SPEED : 300mm/Min.(Ref.) 
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