
EZ-Cool® Max 
360° Evaporative Cooling Headband

Polyester spandex blend to help wick moisture away
Laser cut holes on inside to help evaporate moisture
Activate by dipping or running under water, whisk away the excess
water and put it right on. Cooling e�ects will activate in 30 seconds
Cooling properties can be reactivated for the life of the product; May
be used over and over again
Spot wash or hand wash only

Technical Data

Color Black, Blue, Hi-Vis Yellow, Pink
Sizes Available OS
Packaging Bagged Each
Packed 500/Case
Case Dimensions (in) 34.25 x 17.32 x 8.27
Case Weight (lbs) 19.40
Country of Origin China
Fabric Polyester, Spandex
Construction --
Certifications --
Product Circularity --

Performance Data
Activation Time 30 Seconds

Care Instructions

Machine
Wash

Water Temp
40°C

Do Not
Bleach

Tumble Dry Low Heat
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SKU Information
SKU COLOR SIZE UPC UPC (INNER) UPC (CASE)

393-EZ500-BK Black OS 616314805509 10616314805506 20616314805503
393-EZ500-BL Blue OS 616314805547 10616314805544 20616314805541
393-EZ500-LY Hi-Vis Yellow OS 616314805622 10616314805629 20616314805626
393-EZ500-PK Pink OS 616314805783 10616314805780 20616314805787

SPECIFICATION SHEET
STYLE: 393-EZ500

PROTECTIVE INDUSTRIAL PRODUCTS, INC. | BRINGING THE BEST OF THE WORLD TO YOU®
AMERICAS: +1 (800) 262-5755 | EUROPE: +34-96182-41-48 | AMEA: (ASIA, MIDDLE EAST, AFRICA) 852-2475-9228 | www.pipglobalsafety.com
This document and the information contained herein is the property of Protective Industrial Products, Inc. (PIP) and may not be used or reproduced without permission.
Product users should conduct all appropriate testing or other evaluations to determine the suitability of PIP products for a particular purpose or use within a particular
environment. PIP DISCLAIMS ALL WARRANTIES OTHER THAN AS EXPRESSLY PROVIDED. 2024-11-25


