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FEATURES & BENEFITS

• Mounting holder to plug and unplug with ease
• Banana plug and grounding wire are included
• ESD safe with a 9V battery
• Low, Pass, and High indicator for accurate testing

This wrist strap tester can be used anywhere to quickly and easily check wrist strap 
performance. The HAKKO FG-470 ESD Wrist Strap Tester, which uses  the 9 V battery, 
ensures employee safety and eliminates product defects caused by static electricity.

FG-470

DIP LINER

ESD WRIST STRAP TESTER

SPECIFICATIONS

Power Supply 9 V battery 

Grounding Wire 3.28 ft / 1 m

Dimensions † (W x H x D) 3.35 x 1.73 x 3.54 in. / 85 x 44 x 90 mm

Indication

Nominal Resistance

Low 
Good 
High

R < 800 Ω 
800 K - 9 M Ω  
R > 9 M Ω

† Without mounting holder

FEATURES & BENEFITS

• Low-cost, high-performance tool for reforming IC and LSI leads
• Speeds IC and LSI insertion
• No more broken leads during IC and LSI insertion 

or transportation 
• Simply insert the IC case into the DIP Liner chute, and the 

leads are protected right through circuit board insertion 
• Adjustable lead former fits all types, sizes and makes of ICs 

and LSIs

SPECIFICATIONS

Part No. Width of IC Number of IC Leads

FT100 0.3 in. / 7.5 mm 8, 14, 16, 18, 20

FT150 0.4 in. / 10 mm 22

FT200 0.6 in. / 15 mm 24,28,40,42

FT300 0.7 in. / 19 mm 64

For Part No. FG470-02
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WRIST STRAP 
*Not Included

FG-470

U.S. Patent Registered


