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SmartZone™ G5 iPDU
Provides Transparency to True Power Consumption.  

Complete Environmental Monitoring and Controlling Security at the Cabinet Level.
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Quality & Reliability
3-Year standard and 
5-Year extended warranty

High Temperature grade 
premium components 
withstand 60°C at full 
load for extended period 
to provide high quality 
and reliability

Multi-Color for a variety 
of colored PDU chassis, 
power cords and cable ties

Multi-Device WebGUI 
Enhanced User-Experience 
with/BYOD WebGUI 
which detects the type of 
device and auto adjusts 
the screen for optimal 
experience

Environmental Plug & 
Play Sensors  
Variety of digital sensors 
(environmental & 
rack access) that are 
automatically detected 
by the PDU once 
attached

Real-time Monitoring  
of Power Environmental 
and Physical Access 
Security

1 GigE Redundant Network 
Access Enables quick 
connectivity to Gigabit 
Ethernet Network Switches 
with auto-negotiation. 
Redundant Network 
Access (RNA) for network 
redundancy or for allowing 
separate Landlord/Tenant 
Network connectivity (ideal 
for Co-Location Sites)

High Power Density & 
Compact Form-Factors 
maximize cabinet space

Hot -Swappable & 
Upgradable Controller 
with large OLED display 
and high contrast ratio

Hardened Security with 
(SNMPv3 and RESTful/
TLS) with certificate-based 
advanced asymmetric 
encryption, validated and 
hardened with multiple
security scanning tools

All-in-One 
Solution

All-in-One 
Solution

For more information, visit www.panduit.com 


