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00A 3-23-20 BJN ROJC TMBA RELEASED TO PRODUCTION 00075SAC-01

REV DATE BY CHK APR DESCRIPTION ECN

PART NUMBER

CC6X88**
TITLE

MINI-COM
TM

 CATEOGRY 6AFEMALE-TO-FEMALE
COUPLER MODULE
CUSTOMER DRAWING

ITEM REVISION NAME

00075SAC/01
DATASET FILE NAME

00075SAC_DC01/01A

THIRD ANGLE
PROJECTION

MATERIAL DRAWING NUMBER

SEE NOTE 5 00075SAC-01
DRAWN BY DATE CHK SCALE SIZE

BJN 3-23-20 ROJC FULL SHEET 1 OF 1 A

NOTES:
 1. VISIT OUR ON-LINE CATALOG AT WWW.PANDUIT.COM
    FOR A LIST OF CURRENT PARTS APPLICABLE FOR
    USE WITH THIS PRODUCT.
 2. DIMENSIONS IN [] ARE METRIC.
 3. ALL MATERIALS AND COMPONENTS USED MEET THE
    MATERIAL RESTRICTIONS OF RoHS (EUROPEAN
    DIRECTIVE 2011/65/EU ON THE RESTRICTION OF
    HAZARDOUS SUBSTANCES) AS PROPOSED BY THE
    RoHS TECHNICAL ADAPTATION COMMITEE.
 4. WEIGHT: 1.36 LB/100 PCS [617 g/100 PCS]
 5. MATERIAL:
    MODULE HOUSING - UL 94V-0 PC
    MODULE CIRCUIT BOARD - GLASS REINFORCED EXPOXY RESIN
 6. COLOR OF JACK MODULE IS INDICATED BY  ** IN THE PART
    NUMBER: BLACK (BL), INTERNATIONAL WHITE (IW), GREEN (GR),
    BLUE (BU), ORANGE (OR), INTERNATIONAL GRAY (IG),
    RED (RD), YELLOW (YL).
 7. COUPLER HOUSINGS ARE 8-POSITION, 8-WIRE, AND UNIVERSAL
    IN DESIGN.
 8. COMPATIBLE WITH ALL MINI-COM FACEPLATES AND MODULAR
    PATCH PANELS, NOT COMPATIBLE WITH SURFACE MOUNT BOXES.
 9. ACTS AS A SINGLE CONNECTOR IN CATEGORY CLASS 6A/
    CLASS E CHANNELS.
10. c(UL)US LISTED FILE NUMBER E129688
11. ALSO AVAILABLE AS 24-PORT COUPLER PATCH PANEL,
    PART NUMBER CP246X88BL.
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